K-SAUGKOERBE FUER RUECKSCHLAGV
Strainers for check valves HANSA[/FLEX

Osobine
Opis navoja Stainless steel 1.4301

Temperaturni opseg max. +150 °C

Zaptivni materijal NBR

Kudidte, tkanina filtera  Stainless steel 1.4301
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Opis
Corrosion resistant screw-in strainer, all stainless steel, to suit foot-operated or check valves.
Artikal
NEYA\Y Navoj D L Sirina mreze
(mm) (mm) (mm)
K- 07 30 30 52 G 3/8 19,0 55,0 1,0
K- 07 30 30 47 G1/2 22,0 55,0 1,0
K- 07 30 30 51 G 3/4 29,0 62,0 1,0
K- 07 30 30 44 G1 36,0 71,0 1,0
K- 07 30 30 46 G11/4 43,0 80,0 1,0
K- 07 30 30 45 G11/2 49,0 90,0 1,0
K- 07 30 30 48 G2 60,0 101,0 1,0
K- 07 30 30 49 G21/2 80,0 111,0 1,8
K- 07 30 30 50 G3 92,0 125,0 1,8

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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