K-MANO STAND U

Pressure gauges, CrNi steel, standard type, connection radial on

HANSAVFLEX

bottom

Osobine =

Tip 131.11
Verzija Bourdon-tube pressure gauge, CrNi steel type ‘NI
Primena For gaseous, liquid, corrosive and not crystallising

media which do not have high viscosity, also in
corrosive atmosphere

Clean Dry Air applications, machine and plant
construction

Klasa kvaliteta 2,5

Temperatura medija max. +100 °C
Temperatura okoline  -40 °C to +60 °C
Kuciste CrNi steel

Okno za kontrolu  Polycarbonate

Napomena

Ostali podaci na upit.

Opis
Standard model manufactured entirely from CrNi steel, economical and reliable.
Artikal
Naziv Merni opseg (] Prikljuc¢ak
(mm)
K- 07 20 03 82 0-1.0 bar 40,0 G1/4
K- 07 20 03 83 0-1.6 bar 40,0 G1/4
K- 07 20 03 84 0-2.5 bar 40,0 G1/4
K- 07 20 03 85 0-4.0 bar 40,0 G1/4
K- 07 20 03 86 0-6.0 bar 40,0 G1/4
K- 07 20 03 87 0-10.0 bar 40,0 G 1/4
K- 07 20 03 88 0 - 16.0 bar 40,0 G 1/4
K- 07 20 03 89 0 - 25.0 bar 40,0 G 1/4
K- 07 20 03 90 0 - 40.0 bar 40,0 G1/4
K- 07 20 03 91 0 - 60.0 bar 40,0 G1/4
K- 07 20 03 92 0-100.0 bar 40,0 G1/4
K- 07 20 04 83 0-1.0 bar 50,0 G1/4
K- 07 20 04 84 0-1.6 bar 50,0 G 1/4
K- 07 20 04 85 0-2.5 bar 50,0 G 1/4
K- 07 20 04 86 0-4.0 bar 50,0 G 1/4
K- 07 20 04 87 0-6.0 bar 50,0 G 1/4
K- 07 20 04 88 0-10.0 bar 50,0 G1/4
K- 07 20 04 89 0-16.0 bar 50,0 G1/4
K- 07 20 04 90 0-25.0 bar 50,0 G1/4
K- 07 20 04 91 0 - 40.0 bar 50,0 G1/4
K- 07 20 04 92 0 - 60.0 bar 50,0 G 1/4
K- 07 20 04 93 0 - 100.0 bar 50,0 G 1/4

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.

06.03.2026

HANSA-FLEX AG

www.hansa-flex.com 1



