
K-MANO STAND H
Pressure gauges, CrNi steel, standard type, connection on rear,
centrical

Uprkos pažljivom proveravanju, ne možemo isključiti greške i ne preuzimamo nikakvu garanciju za navedene podatke.
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Osobine
Tip 131.11
Verzija Bourdon-tube pressure gauge, CrNi steel type
Primena For gaseous, liquid, corrosive and not crystallising

media which do not have high viscosity, also in
corrosive atmosphere
Clean Dry Air applications, machine and plant
construction

Klasa kvaliteta 2,5
Temperatura medija max. +100 °C
Temperatura okoline -40 °C to +60 °C
Kućište CrNi steel
Okno za kontrolu Polycarbonate

Napomena
Ostali podaci na upit.

Opis
Standard model manufactured entirely from CrNi steel, economical and reliable.

Artikal
Naziv Merni opseg Ø Priključak
 (mm)
K- 07 20 03 93
K- 07 20 03 94
K- 07 20 03 95
K- 07 20 03 96
K- 07 20 03 97
K- 07 20 03 98
K- 07 20 03 99
K- 07 20 04 00
K- 07 20 04 01
K- 07 20 04 02
K- 07 20 04 03
K- 07 20 04 94
K- 07 20 04 95
K- 07 20 04 96
K- 07 20 04 97
K- 07 20 04 98
K- 07 20 04 99
K- 07 20 05 00
K- 07 20 05 01
K- 07 20 05 02
K- 07 20 05 03
K- 07 20 05 04

0 - 1.0 bar
0 - 1.6 bar
0 - 2.5 bar
0 - 4.0 bar
0 - 6.0 bar
0 - 10.0 bar
0 - 16.0 bar
0 - 25.0 bar
0 - 40.0 bar
0 - 60.0 bar
0 - 100.0 bar
0 - 1.0 bar
0 - 1.6 bar
0 - 2.5 bar
0 - 4.0 bar
0 - 6.0 bar
0 - 10.0 bar
0 - 16.0 bar
0 - 25.0 bar
0 - 40.0 bar
0 - 60.0 bar
0 - 100.0 bar

40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
50,0
50,0
50,0
50,0
50,0
50,0
50,0
50,0
50,0
50,0
50,0

G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4
G 1/4


