K-WV 5/3 ELEKTROPNEU ZENT GESCHL 4V
5/3-way pilot valve, mid-position closed HANSA[/FLEX

Osobine
Radni pritisak 1.5-8 bar — 37
Temperaturni opseg -20°Cto +70 °C o

Merenje vrednosti protoka At P1 = 8 bar, P2 = 6 bar and pressure drop
Ap =1 bar

Priklju¢ak na elektriénu mrezu ~ Connector Type B acc. to ISO 4400

A=l

min. radni pritisak 1,5 bar Mid-position closed
Vrsta zastite IP 65

Zentrum geschlossen
Telo ventila Aluminium alloy
Napomena

Ostali podaci na upit.

Artikal
Priklju¢ak Priklju¢ak za odzracivanje Protok Broj plana ukljucivanja Konstrukciona veli¢ina
(L/min)

K- 07 1503 75 M5 M5 250 37 24V DC 100
K- 07 1503 76 G1/8 G1/8 400 37 24V DC 100
K-07 15 03 77 G1/8 G1/8 550 37 24V DC 200
K-07 150378 G 1/4 G1/8 550 37 24V DC 200
K-07 1503 79 G 1/4 G1/4 950 37 24V DC 300
K- 07 15 03 80 G 3/8 G1/4 950 37 24V DC 300
K- 07 15 03 81 G1/2" G1/2 1600 37 24V DC 400
K- 07 15 03 82 M5 M5 250 37 230V,50Hz 100
K- 07 15 03 83 G 1/8 G 1/8 400 37 230V,50Hz 100
K- 07 15 03 84 G1/8 G1/8 550 37 230V,50Hz 200
K- 07 15 03 85 G 1/4 G1/8 550 37 230V,50Hz 200
K- 07 15 03 86 G 1/4 G1/4 950 37 230V,50Hz 300
K- 07 15 03 87 G 3/8 G1/4 950 37 230V,50Hz 300
K- 07 15 03 88 G1/2" G1/2 1600 37 230V,50Hz 400

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
20.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



