K-GMM H |
Glycerine-filled pressure gauges, connection on rear HANSA /FLEX

Osobine

Tip 213.40

Verzija Burdon-ov manometar sa glicerinskim
punjenjem

Primena For gaseous or liquid media which do not

corrode copper alloy,do not have high viscosity
and do not crystallise

Klasa kvaliteta 1,6 (@ 63 mm), 1,0 (& 100 mm)
Temperatura medija maks. +60 °C
Temperatura okoline  -20 °C do +60 °C

Prirubni prsten CrNi steel

Kuéiste Pressed brass

Impulsni davaé Copper alloy (& 63), Copper alloy < 100 bar\
nCrNi steel 1.4571 = 100 bar (& 100)

Okno za kontrolu Plexiglass

Mehanizam pokazivaa  Copper alloy

Napomena
Ostali podaci na upit.

Opis
Za merna mesta sa visokim dinami¢nim opterec¢enjima pritiska i vibracijama
Artikal
Naziv Merni opseg (] Prikljuc¢ak
(mm)
K- 07 20 02 56 -1/0.0 bar 100,0 G 1/2"
K- 07 20 02 57 0-1.0 bar 100,0 G 1/2"
K- 07 20 02 58 0-1.6 bar 100,0 G 1/2"
K- 07 20 02 59 0-2.5bar 100,0 G1/2"
K- 07 20 02 60 0-4.0 bar 100,0 G1/2"
K- 07 20 02 61 0-6.0 bar 100,0 G1/2"
K- 07 20 02 62 0-10.0 bar 100,0 G1/2"
K- 07 20 02 63 0-16.0 bar 100,0 G1/2"
K- 07 20 02 64 0-25.0 bar 100,0 G 1/2"
K- 07 20 02 65 0-40.0 bar 100,0 G 1/2"
K- 07 20 02 66 0-60.0 bar 100,0 G1/2"
K- 07 20 02 67 0-100.0 bar 100,0 G 1/2"
K- 07 20 02 68 0-160.0 bar 100,0 G1/2"
K- 07 20 02 69 0 - 250.0 bar 100,0 G 1/2"
K- 07 20 02 70 0 -400.0 bar 100,0 G 1/2"
K- 07 20 02 71 0-600.0 bar 100,0 G 1/2"

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
17.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



