K-DURCHGANGSVERTEILERDOSE
Through porting box with through-hole thread, PN 15 HANSA[/FLEX

Osobine
Radni pritisak Max. 15 bar

Obrtni moment priévri¢ivanja 4 Nm

Obrtni moment MS-navoja 12 Nm

Temperaturni opseg -10 °C to +50 °C

Kuéiste Glass fibre-reinforced plastic
Navoj Brass

Napomena

Ostali podaci na upit.

Opis

1, 2 or 3-way porting boxes made of high-strength glass fibre-reinforced plastic for a wide range of applications. Available with up to 3 couplings
and 2 inlet thread sizes. Optional through-hole thread at the bottom to facilitate the passage of the medium. All porting boxes have a robust, brass
threaded insert for high tightening torques, TUV certified. Suitable for almost any pneumatic application.

Artikal
Navoj ulaz Navoj po celoj duzini otvora Priklju¢ni navoj

K- 07 40 48 04 G1/2" G1/2 1xG1/2
K- 07 40 48 05 G1/2" G1/2 2xG1/2
K- 07 40 48 06 G1/2" G1/2 3xG1/2
K- 07 40 48 07 G 3/4" G 3/4 1xG1/2
K- 07 40 48 08 G 3/4" G 3/4 2xG1/2
K- 07 40 48 09 G 3/4" G 3/4 3xG1/2

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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