K-XG LOESBAR IG AG

Detachable double nipples, female-male, flat seat

HANSAVFLEX

Osobine
Radni pritisak

Max. 10 bar

Spoljni navoj

Parallel to DIN EN ISO 228-1

Unutrasnji navoj

Parallel to DIN EN ISO 228-1

Materijal

Stainless steel 1.4408

Napomena

L1

SWA1

The dimensions of the standard screw fittings may change slightly during the life of the catalogue as a result of optimisation processes.
Ostali podaci na upit.

Artikal
Naziv Navoj L1 SWA1 SW2
(mm) (mm) (mm)
K- 07 40 46 06 G1/8 42,3 29 18
K- 07 40 46 15 G1/4 43,0 29 18
K- 07 40 46 16 G 3/8 46,0 34 22
K- 07 40 46 21 G1/2 56,0 39 26
K- 07 40 46 22 G 3/4 59,7 47 32
K- 07 40 46 23 G1 67,0 58 40
K- 07 40 46 24 G11/4 76,0 67 49
K- 07 40 46 25 G112 81,0 76 56
K- 07 40 46 26 G2 89,0 90 68

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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