
XS AK 353
Profilisani zaptivni prstenovi XS AK 353

Uprkos pažljivom proveravanju, ne možemo isključiti greške i ne preuzimamo nikakvu garanciju za navedene podatke.
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Osobine
Konstrukcija Zaptivni prsten
Radni pritisak maks. do 500 bara
Temperaturni opseg PU18: -30 °C bis +100 °C

PU33: -40 °C bis + 120 °C

Opis
Žlebovi O-prstena prema ISO-standardu se smeju proizvoditi u širokom mernom području. Kod poprečnih preseka od 3,53 mm dubina žleba varira prema
ISO od 2,7 do 3,1 mm. Ovaj zaptivni prsten je razvijen za najbolje zaptivanje u svim mernim područjima, i može zameniti uobičajene O-prstenove.
Može se zameniti sa O-prstenovima,
veoma otporno na proces ekstruzije
Nije neophodan prsten protiv istiskivanja.

Artikal
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 (mm)
XS 40 - AK 353
XS 42 - AK 353
XS 44 - AK 353
XS 46 - AK 353
XS 48 - AK 353
XS 50 - AK 353
XS 52 - AK 353
XS 54 - AK 353
XS 56 - AK 353
XS 58 - AK 353
XS 60 - AK 353
XS 63 - AK 353
XS 66 - AK 353
XS 70 - AK 353
XS 73 - AK 353
XS 76 - AK 353
XS 80 - AK 353

40 to 41.9 mm
42 to 43.9 mm
44 to 45.9 mm
46 to 47.9 mm
48 to 49.9 mm
50 to 51.9 mm
52 to 53.9 mm
54 to 55.9 mm
56 to 57.9 mm
58 to 59.9 mm
60 to 62.9 mm
63 to 65.9 mm
66 to 69.9 mm
70 to 72.9 mm
73 to 75.9 mm
76 to 79.9 mm
80 to 84 mm
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2.7 to 3.1 mm
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2.7 to 3.1 mm
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2.7 to 3.1 mm
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