
XS AK 534
Profilisani zaptivni prstenovi XS AK 534

Uprkos pažljivom proveravanju, ne možemo isključiti greške i ne preuzimamo nikakvu garanciju za navedene podatke.
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Osobine
Konstrukcija Zaptivni prsten
Radni pritisak maks. do 500 bara
Temperaturni opseg PU18: -30 °C bis +100 °C

PU33: -40 °C bis + 120 °C

Opis
Žlebovi O-prstena prema ISO-standardu se smeju proizvoditi u širokom mernom području. Kod poprečnih preseka od 3,53 mm dubina žleba varira prema
ISO od 2,7 do 3,1 mm. Ovaj zaptivni prsten je razvijen za najbolje zaptivanje u svim mernim područjima, i može zameniti uobičajene O-prstenove.
Može se zameniti sa O-prstenovima,
veoma otporno na proces ekstruzije
Nije neophodan prsten protiv istiskivanja.
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cross section Materijal

 (mm)
XS 80 - AK 534
XS 85 - AK 534
XS 90 - AK 534
XS 95 - AK 534
XS 100 - AK 534
XS 105 - AK 534
XS 110 - AK 534
XS 115 - AK 534
XS 120 - AK 534
XS 125 - AK 534
XS 130 - AK 534
XS 136 - AK 534
XS 143 - AK 534
XS 150 - AK 534
XS 158 - AK 534
XS 166 - AK 534
XS 174 - AK 534
XS 182 - AK 534
XS 190 - AK 534
XS 200 - AK 534

80 to 84.9 mm
85 to 89.9 mm
90 to 94.9 mm
95 to 99.9 mm
100 to 104.9 mm
105 to 109.9 mm
110 to 114.9 mm
115 to 119.9 mm
120 to 124.9 mm
125 to 129.9 mm
130 to 135.9 mm
136 to 142.9 mm
143 to 149.9 mm
150 to 157.9 mm
158 to 165.9 mm
166 to 173.9 mm
174 to 181.9 mm
182 to 189.9 mm
190 to 199.9 mm
200 to 210 mm

4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
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4.3 to 4.7 mm
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4.3 to 4.7 mm
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4.3 to 4.7 mm
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