K-DIGIT PRAEZ DRUCKSCHA ISE

Digital pressure switch ISE

HANSAVFLEX

Osobine

Konstrukcija Precision Digital Pressure Switch for excess
pressure

Verzija with switching function display unit

maks. izlazni pritisak 1,05 MPa

min. izlazni pritisak -105,00 kPa

maks. nominalni pritisak 1,0 MPa

min. nominalni pritisak  -100,0 kPa

Vreme aktiviranja max. 2,5 ms

Nominalni napon 12 to 24 VDC

Kontrolni pritisak 1,50 MPa

Vrsta zastite IP 65

Potrosnja struje 80 mA

Dozvola

CE, UL/CSA, RoHS

Temperatura medija

-5°Cto+50 °C

Temperatura okoline

-5 °C bis +50 °C

Mediji

Compressed air, non-corrosive gases, non-

flammable gases
Serija ISE40A

Ostali podaci Compact, design
user-friendly operation
Copy function to copy settings on up to 10 sub-
sensors
Energy saving function automatically switches
off the display after 30 seconds
Anti-chattering function, selectable units,
Adjustable hysteresis
Extended connection cable to 3.00 m
Pre-wired M12 connector with 4 pins (Lead wire
length 100 mm)

Opis

Digital precision pressure switch for overpressure, series ISE40A, 3 1/2-digit, 7-segment display, 2-colour (red/green), compact design, user-friendly
operation, copy function, settings can be copied to up to 10 subordinate sensors, energy saving function, <br>the display switches off automatically
after 30 seconds, anti-chattering function, free choice of units, adjustable hysteresis, 2 m connection cable with plug included

Artikal

Tacnost ponavljanja Pneumatski priklju¢ak Elektri¢ni izlaz

K-07500006 +2%
K-07500007 2%
K-07500008 2%
K-07500009 2%
K-07500010 2%
K-07500011 +2%
K-07500012 +2%
K-07500013 +2%
K-07500014 2%
K-07500015 2%
K-07500016 2%
K-07500017 2%
K-07500018 2%
K-07500019 +2%
K-07500020 2%
K-07500021 2%

R 1/8 (M 5-internal thread) =~ PNP open collector, 2 Outputs + analog Voltage/Auto-Reference Input
R 1/8 (M 5-internal thread) =~ PNP open collector, 2 Outputs + analog Voltage/Auto-Reference Input
R 1/8 (M 5-internal thread) = PNP open collector, 2 Outputs + analog Ampere/Auto-Reference Input
R 1/8 (M 5-internal thread) =~ PNP open collector, 2 Outputs + analog Ampere/Auto-Reference Input
R 1/8 (M 5-internal thread) ~ NPN open collector, 2 Outputs + Copyfunction
R 1/8 (M 5-internal thread) =~ PNP open collector, 2 Outputs + Copyfunction
R 1/8 (M 5-internal thread) = PNP open collector, 2 Outputs + Copyfunction
R 1/8 (M 5-internal thread) =~ PNP open collector, 2 Outputs + Copyfunction
R 1/8 (M 5-internal thread) =~ PNP open collector, 2 Outputs + Copyfunction
for hose outer-@ 4 mm PNP open collector, 2 Outputs + analog Voltage/Auto-Reference Input
for hose outer-@ 4 mm PNP open collector, 2 Outputs + analog Ampere/Auto-Reference Input
for hose outer-@ 4 mm PNP open collector, 2 Outputs + Copyfunction
for hose outer-@ 6 mm PNP open collector, 2 Outputs + analog Voltage/Auto-Reference Input
for hose outer-@ 6 mm PNP open collector, 2 Outputs + analog Ampere/Auto-Reference Input
for hose outer-@ 6 mm PNP open collector, 2 Outputs + Copyfunction
M 5 x 0,8 (internal thread) PNP open collector, 2 Outputs + analog Voltage/Auto-Reference Input

K-07500022 12 % Rc 1/8 PNP open collector, 2 Outputs + analog Voltage/Auto-Reference Input
K-07500023 2% Rc 1/8 PNP open collector, 2 Outputs + analog Voltage/Auto-Reference Input
K-07500024 +2% Rc 1/8 PNP open collector, 2 Outputs + analog Ampere/Auto-Reference Input
K-07500025 2% Rc 1/8 PNP open collector, 2 Outputs + analog Ampere/Auto-Reference Input
K-07500026 +2% G 1/8 PNP open collector, 2 Outputs + analog Voltage/Auto-Reference Input
K-07500027 2% G 1/8 PNP open collector, 2 Outputs + analog Ampere/Auto-Reference Input

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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