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Osobine
Vrsta vođice slide
maks. radni pritisak 1 MPa
maks. radni pritisak 0.12 MPa
Prigušivanje elastic bumpers on both sides
Funkcija double working
Upit o poziciji prepared for sensors (with magnet)
Kontrolni pritisak 1,50 MPa
Temperatura medija -10 °C to +60 °C
Temperatura okoline -10 °C to +60 °C
Brzina klipa 50 to 500 mm/s
Mediji Komprimovani vazduh
Zaptivka NBR
Serija MGP
Ostali podaci Weight reduced by up to 17% by a shorter shaft

and thinner end plate

Artikal
Naziv Ø klipa Hod Pneumatski priključak Težina po metru Torziona tolerancija klipnjače
 (mm) (mm) (kg)
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M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
 
G 1/8
G 1/8
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Artikal
Naziv Ø klipa Hod Pneumatski priključak Težina po metru Torziona tolerancija klipnjače
 (mm) (mm) (kg)

K- 07 55 00 64
K- 07 55 00 66
K- 07 55 00 68
K- 07 55 00 70
K- 07 55 00 71
K- 07 55 00 72
K- 07 55 00 73
K- 07 55 00 74
K- 07 55 00 60
K- 07 55 00 62
K- 07 55 00 63
K- 07 55 00 65
K- 07 55 00 67
K- 07 55 00 69
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K- 07 55 00 92
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K- 07 55 00 87
K- 07 55 00 88
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K- 07 55 01 00
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K- 07 55 00 94
K- 07 55 00 95
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1,770
2,220
2,570
2,930
3,290
4,000
4,900
5,610
7,040
 
1,640
2,040
2,520
2,920
3,320
3,710
4,110
4,500
 
2,790
3,380
4,130
4,710
5,300
5,890
7,060
9,730
 
3,480
4,150
4,990
5,670
6,340
7,020
8,370

±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
 
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
 
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
±0,05°
 
±0,04°
±0,04°
±0,04°
±0,04°
±0,04°
±0,04°
±0,04°
±0,04°
 
±0,04°
±0,04°
±0,04°
±0,04°
±0,04°
±0,04°
±0,04°


