SRD MG
Yazik HANSAVFLEX

Ozellikler
Model Yizik
Standart  DIN 3861 e
Malzeme Piring
Gaz
.- |
A T
Agiklama
Montaj, Basing Degeri ve izin verilen Calisma Sicakliklari ile ilgili Bilgiler icin Lutfen Boru Baglanti Teknik Bilgilerine Bakiniz.
Uriin
Tanim Tip @ d2 L1
(mm) (mm)
SRD 04 LL MG LL 4 6,0
SRD 05 LL MG LL 5 7,0
SRD 06 LL MG LL 6 7,0
SRD 08 LL MG LL 8 7,0
SRD 10 LL MG LL 10 7,0
SRD 12 LL MG LL 12 7,5
SRD 06 MG L/S 6 9,5
SRD 08 MG L/S 8 9,5
SRD 10 MG L/S 10 10,0
SRD 12 MG L/S 12 10,0
SRD 14 MG S 14 10,0
SRD 15 MG L 15 10,0
SRD 16 MG S 16 10,5
SRD 18 MG L 18 10,0
SRD 20 MG S 20 12,5
SRD 22 MG L 22 10,5
SRD 25 MG S 25 12,5
SRD 28 MG L 28 10,5
SRD 30 MG S 30 13,0
SRD 35 MG L 35 13,0
SRD 38 MG S 38 13,5
SRD 42 MG L 42 13,0

Model: LL = Cok hafif L =Hafif S=Agrr - PN=Calisma Basingi PB=Patlama Basing — g¢ap d2 = Boru dis ¢api

Uriin tarleri
SRD Yizik, Celik
SRD VA  Yizik, Paslanmaz gelik

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higcbir sorumluluk kabul edilmez.
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