WD
Yumusak Conta HANSA[/F LEX

Ozellikler
Model Yumusak conta —
Standart DIN EN ISO 9474-2

1ISO 1179-2
Malzeme NBR

2 Da

Uriin
Disli igin Disli igin

WD 8-1 M8 x 1 - 9,9 6,5 1,0
WD 10-1 R1/8 M 10 x 1 G 1/8" 11,9 8,4 1,0
WD 12-1.5 M12x1,5 - 14,4 9,8 15
WD 14-1.5 R1/4 M14x1,5 G 1/4" 16,5 11,6 15
WD 16-1.5 M16x 1,5 - 18,9 13,8 15
WD R3/8 - G 3/8" 18,9 14,7 15
WD 18-1.5 M 18 x 1,5 - 20,9 15,7 15
WD 20-1.5 M 20 x 1,5 - 22,9 17,8 15
WD R1/2 - G 12" 23.9 18,5 15
WD 22-1.5 M22x1,5 - 243 19,6 15
WD 26-27-R3/4 M26x 1,5 G 3/4" 29,2 23.9 15
WD 33-2R 1 M 33 x 2 G1 35,7 29.7 2,0
WD 42-2 R1 1/4 M 42 x 2 G 1.1/4" 458 38,8 2,0
WD 48-2 R1 1/2 M 48 x 2 G 1.1/2" 50,7 447 2,0
WD R2 - G2" 66,0 56,0 4,0
Uriin tarleri

WDV  Yumusak Conta, FPM ( Viton )

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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