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Model Doner Baglanti (Blok Baglanti)

Model 6zelligi Kayar Yatak

Dizayn diz

Teslimat kapsami  Govde (somun ve yliziiks(z)

Malzeme Celik
Yiizey korumasi galvaniz kapli
Aciklama

Montaj, Basing Degeri ve izin verilen Calisma Sicakliklari ile ilgili Bilgiler icin Lutfen Boru Baglanti Teknik Bilgilerine Bakiniz.

Uriin
Calisma basinci bar

GVMNWO04 HL14 L PN 40 6 M14x15 12 19 27 20,0 18,0 19 12 14
GVMNWO06HL14 L PN 40 8 M14x15 12 19 29 21,0 18,0 19 12 17
GVMNWO08SHL18 L PN 40 10 M18x15 12 24 30 26,0 18,0 24 14 19
GVMNW10HL22 L PN 40 12 M22x15 14 27 32 27,0 21,0 27 17 22
GVMNW 13 HL27 L PN 40 15 M27 x 2 16 32 36 33,0 24,0 32 19 27
GVMNW16 HL33 L PN 40 18 M33x2 18 40 40 37,5 27,5 41 27 32
GVMNW20HL33 L PN 40 22 M33x2 18 40 44 39,5 27,5 41 27 36
GVMNW25HL 42 L PN 40 28 M42x 2 20 50 47 44,0 31,0 50 36 41
GVMNW32HL48 L PN 40 35 M 48 x 2 22 55 56 54,0 35,0 55 41 50
GVMNWO3HS14 S PN 100 6 M14x15 12 19 31 21,0 18,0 19 12 17
GVM NW 04 HS S PN 100 8 M14x15 12 19 32 22,0 18,0 19 14 19
GVMNWO06HS 18 S PN 100 10 M18x15 12 24 34 27,0 18,0 24 17 22
GVM NW 08 HS S PN 100 12 M22x15 14 27 38 28,0 21,0 27 17 24
GVMNW13HS 27 S PN 100 16 M27 x 2 16 32 43 34,0 24,0 32 24 30
GVMNW16HS33 S PN 100 20 M33x2 18 40 48 39,5 27,5 41 27 36
GVM NW 20 HS S PN 100 25 M33x2 18 40 54 42,5 27,5 41 36 46
GVM NW 25 HS S PN 100 30 M42x2 20 50 62 48,0 31,0 50 41 50
GVM NW 32 HS S PN 100 38 M48 x 2 22 55 72 55,0 35,0 55 50 60

Model: LL = Cok hafif L =Hafif S=Agrr — PN=Calisma Basingi PB=Patlama BasingI — ¢ap d2 = Boru dis ¢api

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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