HZR ED HJOF
Cek Valf, Blok Baglanti HANSA[/ FLEX

Ozellikler

Baglanti 1 BSP dis dis silindirik
Sizdirmaziik sekli1  Form E

Baglanti 2 ORFS dis dis

Sizdirmazlik gekli2  dlzalin O-Ring contalama
Model Cek Valf, Blok Baglanti
Dizayn diz

Malzeme Celik

Yiizey korumasi galvaniz kapli
Aciklama

Vidalama muylusuna dogru giden akim yonu

Siparigle ilgili bilgiler
Calisma basinci 0,2; 0,5; 2; 3; 5; 6 bar ile de teslim edilebilir.

Uriin
Tanim Calisma basinci Calisma basinci bar agd G1 G2 L L1 S1  S2
(mm) (mm) (mm)

HZR 02 ED 04 HJOF  takr. 1 bar PN 400 3,5 G 1/8"-28 9/16" -18 UNF 44,5 36,5 19 19
HZR 04 ED 06 HJOF takr. 1 bar PN 400 6,5 G 1/4" -19 11/16" -16 UN 56,4 445 22 24
HZR 06 ED 08 HIOF takr. 1 bar PN 400 7,5 G 3/8"-19 13/16" -16 UN 61,5 49,5 24 27
HZR 08 ED 10 HIOF  takr. 1 bar PN 315 11,5 G 1/2"-14 1"-14 UNS 70,0 56,0 32 36
HZR 12 ED HJOF takr. 1 bar PN 250 15,0 G 3/4" -14 1.3/16" -12 UN 77,5 53,5 41 46
HZR 16 ED HJOF takr. 1 bar PN 250 19,0 G1"-11 1.7/16" -12 UN 84,0 66,0 46 50
HZR 20 ED HJOF takr. 1 bar PN 250 24,0 G 1.1/4" -11 1.11/16" -12 UN 95,0 75,0 60 60
HZR 24 ED HJOF takr. 1 bar PN 250 29,0 G1.1/2" -11 2"-12 UN 105,0 83,0 65 70

PN=Calisma Basin¢gi PB=Patlama Basingi

Yedek Pargalar
WD Yumusak Conta

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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