RD IR VA
Cek Valf, Dz Baglanti

HANSAVFLEX

Ozellikler

Baglanti 1 + 2 BSP i¢ dis silindirik

Form A

Sizdirmaziik sekli 1 + 2

Model Cek Valf, Duz Baglanti i i
Dizayn diz = s
Malzeme Paslanmaz celik 1 L]
Uriin

Tanim Calisma basinci Calisma basinci bar G1 D1 L1 L2 S1 S2

(mm) (mm) (mm)

RD NW 04 IR VA takr. 1 bar PN 400 G 1/8"-28 19,0 42,5 8,0 19 19
RD NW 06 IR VA takr. 1 bar PN 400 G 1/4"-19 19,0 51,0 12,0 19 19
RD NW 10 IR VA takr. 1 bar PN 400 G 3/8"-19 24,0 60,0 12,0 24 27
RD NW 13 IR VA takr. 1 bar PN 315 G1/2"-14 32,0 72,0 15,0 32 36
RD NW 20 IR VA takr. 1 bar PN 250 G 3/4" -14 41,0 84,0 16,5 41 46
RD NW 25 IR VA takr. 1 bar PN 250 G1"-11 46,0 95,0 19,0 46 50
RD NW 32 IR VA takr. 1 bar PN 250 G1.1/4"-11 60,0 110,0 21,5 60 60
RD NW 40 IR VA takr. 1 bar PN 250 G1.1/2"-11 65,0 114,0 22,0 65 70
RD NW 50 IR VA takr. 1 bar PN 250 G2"-11 - 120,0 26,0 75 75

PN=Calisma Basingi PB=Patlama Basingi — SW, S1, S2 = Anahtar genisligi

Uriin tarleri
RD IR  Cek Valf, Diiz Baglanti, Celik

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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