WDS
Pompa Flans, 3 Delikli, 90° Agi HANSA[/ FLEX

Ozellikler

Model Pompa Flans, 3 delikli
Dizayn 90° Acil

Sabitleme metrik vida setli

Teslimat kapsami metrik vida setli ve o-ringli
Malzeme Celik ST 42.3

Yizey korumasi  galvaniz kapli

Uriin
Tanim Basing PB LK A B S1 S2 L Vidalar OR
(bar) (mm) (mm) (mm) (mm) (mm)

WDS 0.5 12 315 26 G 1/2"-14 11,0 17 24 5,3 (3x)M5x20 14,00 x 1,78
WDS 0.5 38 315 26 G 3/8"-19 11,0 17 24 5,3 (3x)M5x20 14,00 x 1,78
WDS 1 12 315 30 G 1/2"-14 12,0 17 24 6,3 (3x)M6x20 15,88 x 2,62
WDS 1 38 315 30 G 3/8"-19 12,0 17 24 6,3 (83x)M6x20 15,88 x 2,62
WDS 2 12 315 40 G 1/2"-14 19,0 21 36 8,5 (3x)M8x25 23,81 x 2,62
WDS 2 34 315 40 G 3/4" -14 19,0 21 36 8,5 (3x)M8x25 23,81 x2,62
WDS 3 100 315 51 G1"-11 24,0 26 45 10,5 (3x)M 10 x 30 31,42 x 2,62
WDS 3 34 315 51 G 3/4" -14 26,0 26 45 10,5 (3x)M 10 x 30 31,42 x 2,62
WDS 3B 100 315 56 G1"-11 26,0 26 45 10,5 (3x) M 10 x 30 31,42 x 2,62
WDS 3 B 34 315 56 G 3/4" -14 26,0 26 45 10,5 (3x) M 10 x 30 31,42 x 2,62

PN=Calisma Basingi PB=Patlama Basingi

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
22.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



