XSWM

Déner Dirsek, 90° Aci HANSA[/FLEX

Ozellikler - e
Baglant: 1 metrik dis dis, silindirik P 51 U
Sizdirmaziik sekli 1 Conta kenar halkasi bgw T TF ]
Baglanti 2 metrik dis dis, silindirik L . | i

— - .
Sizdirmaziik gekli2  24° ige havsali | By
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Model Déner Dirsek . -J'l' »
Dizayn 90° Agih J A '
Standart DIN 2353 =1
ISO 8434-1 LI

Teslimat kapsami  Gévde (somun ve yiiziiksiiz) -
Malzeme Celik
Yiizey korumasi galvaniz kapli

Aciklama

Montaj, Basing Degeri ve izin verilen Calisma Sicakliklari ile ilgili Bilgiler icin Lutfen Boru Baglanti Teknik Bilgilerine Bakiniz.

Uriin

Calisma basinci bar

XSWM 04 LL LL PN 100 4 M8 x1 12,5 6 17,0 8 10,5 14,5 12 14
XSWM 05 LL LL PN 100 5 M8 x1 12,5 6 17,0 10 11,5 17,0 14 14
XSWM 06 LL LL PN 100 6 M 10 x1 14,0 6 21,0 10 10,0 15,5 14 14
XSWM 08 LL LL PN 100 8 M 10 x1 14,0 6 21,0 10 11,0 16,5 14 14
XSWMNWO04HL12 L PN 250 6 M12x15 17,0 9 27,5 13 12,5 19,5 17 17

PN=Calisma Basingi PB=Patlama Basingi — Model: LL = Cok hafif L =Hafif S =Agir - ¢ap d2 = Boru dis gap!

Urdin tirleri

XSWM VA  Doner Dirsek, 90° Agl, Paslanmaz gelik

SWM Doner Dirsek, 90° Agl, Celik

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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