GE HMOK AJ
Blok Adaptor HANSAVFLEX

Ozellikler

Baglanti 1 metrik dis dis, silindirik

Sizdirmaziik sekli 1 O-Ringli Gember Pullu

Baglanti 2 UN/UNF Somunlu
Sizdirmaziik sekli2  74° ige havsali
Model Blok Adaptor
Dizayn diz
Malzeme Celik
Yiizey korumasi galvaniz kapli
Uriin
Tanim G1 G2 SW S1 OR

(mm)
GE HMOK 10 AJ 04 M10x1 7/16" -20 UNF 14 16 8,0x1,5
GE HMOK 10 AJ 05 M10x 1 1/2" -20 UNF 14 17 8,0x1,5
GE HMOK 12 AJ 04 M12x1,5 7/16" -20 UNF 17 16 9,3x2,4
GE HMOK 12 AJ 05 M12x1,5 1/2" -20 UNF 17 17 9,3x2,4
GE HMOK 14 AJ 05 M14x1,5 1/2" -20 UNF 19 17 11,3x2,4
GE HMOK 14 AJ 06 M14x1,5 9/16" -18 UNF 19 19 11,3x2,4
GE HMOK 16 AJ 06 M16x1,5 9/16" -18 UNF 22 19 13,3x2,4
GE HMOK 16 AJ 08 M16x 1,5 3/4" -16 UNF 22 22 13,3x2,4
GE HMOK 18 AJ 08 M18x1,5 3/4" -16 UNF 24 22 15,3x2,4
GE HMOK 18 AJ 10 M18x1,5 7/8" -14 UNF 24 27 15,3x2,4
GE HMOK 20 AJ 10 M20x1,5 7/8" -14 UNF 27 27 17,3x2,4
GE HMOK 22 AJ 10 M22x1,5 7/8" -14 UNF 27 27 19,3x2,4
GE HMOK 22 AJ 12 M22x1,5 1.1/16" -12 UN 27 32 19,3x2,4
GE HMOK 26 AJ 14 M26x1,5 1.3/16" -12 UN 36 36 23,5x2,6
GE HMOK 27 AJ 12 M 27 x 2 1.1/16" -12 UN 32 32 23,6x2,9
GE HMOK 27 AJ 16 M 27 x 2 1.5/16" -12 UN 32 38 23,6 x2,9
GE HMOK 33 AJ 16 M33x2 1.5/16" -12 UN 41 38 29,5x 3,0
GE HMOK 42 AJ 20 M42x 2 1.5/8" -12 UN 50 50 38,0x 3,0
GE HMOK 48 AJ 24 M 48 x 2 1.7/8"-12 UN 60 60 44,0x 3,0

SW, 81, S2 = Anahtar genisligi

Yedek Pargalar
KAMMRING M Hazne Halkasi, Metrik

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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