KUEHLER
Sogutucu Hortumu HANSA[/F LEX

Ozellikler

Kullanim Alani  Sogutucu hortumu

Standart DIN 73411

i¢ Kat EPDM

Takviye Kat ID 19'a kadar: polyester 6rgi ; ID 20'den itibaren:
Rayon 6rgu

Dis Kat EPDM (ID 20 mm'den itibaren kumas incelemesinden
gecmistir)

Renk siyah

Sicaklik min. -40 °C
Sicaklik max. 120 °C

Akigkanlar Sogutma suyu
Sogutma sivilari

Uriin
ID x duvar Calisma basinci catlama basinci Bobin uzunlugu

[CED) [CED) ()
KUEHLER 08-3.5 8x3,5 4,0 12 40
KUEHLER 10-3.5 10x3,5 4,0 12 40
KUEHLER 12-3.5 12x3,5 4,0 12 40
KUEHLER 13-3.5 13x3,5 4,0 12 40
KUEHLER 15-3.5 15x3,5 4,0 12 40
KUEHLER 16-3.5 16x 3,5 4,0 12 40
KUEHLER 18-3.5 18x3,5 4,0 12 40
KUEHLER 20-3.5 20x3,5 4,0 12 40
KUEHLER 22-3.5 22x3,5 4,0 12 40
KUEHLER 25-3.5 25x3,5 4,0 12 40
KUEHLER 28-4 28 x 4 4,0 12 40
KUEHLER 30-4 30 x4 4,0 12 40
KUEHLER 32-4 32x4 4,0 12 40
KUEHLER 35-4 35x4 4,0 12 40
KUEHLER 38-5 38x5 4,0 12 40
KUEHLER 40-5 40 x5 4,0 12 40
KUEHLER 42-5 42x5 4,0 12 40
KUEHLER 45-5 45x5 4,0 12 40
KUEHLER 50-5 50x 5 4,0 12 40
KUEHLER 55-5 55x5 4,0 12 40
KUEHLER 60-5 60 x5 4,0 12 40
KUEHLER 70-5 70x5 4,0 12 40
KUEHLER 90-6 90 x 6 4,0 12 40

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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