NY 300

Termoplastik Ylksek Basing Hortumu

HANSAVFLEX

Ozellikler

Kullanim Alani

Yiiksek basingli hidrolik sistemler
Hidrolik Aletler
Kompresorler

FARSAFLER Ny 300 A
. &

Ozel Nitelikler  yiiksek kirilma mukavemeti

maksimum esneklik
Standart Basing degerleri EN 853, SAE 100 R9, SAE 100 R10

Uzerinde
ic Kat Poliamid
Takviye Kat Yiksek mukavemetli gelik telden iki kat spiral tel ve

tek kat 6rgu tel
Dis Kat maksimum NW 13: Politiretan; NW 16 usti: Poliamit
Renk siyah
Sicaklik min. -40 °C
Sicaklik max. 100 °C
Akiskanlar Mineral yag

Gazli ve agresif akiskanh uygulamalar icin

Sentetik yaglar
Uriin

Dis cap Calisma basinci catlama basinci Blkme yaricapi min.
(mm) (CED) (CED) (mm)

NY 306 6 4 1/4" 6,3 12,5 450,0 1800 70
NY 308 8 5 5/16" 8,2 14,3 400,0 1600 100
NY 310 10 6 3/8" 9,7 17,0 375,0 1500 120
NY 313 12 8 1/2" 12,8 20,7 350,0 1400 165
NY 316 16 10 5/8" 16,0 24,5 330,0 1320 200
NY 320 19 12 3/4" 19,6 28,5 300,0 1200 240
NY 325 25 16 1" 25,0 34,0 275,0 1100 280
NY 332 31 20 1.1/4" 32,0 44,0 275,0 1100 400

DN = Nominal ¢ap, nominal genislik

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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