S| 200
Orgiilli Yakit Hortumu HANSA[/FLEX

Ozellikler

Kullanim Alani  Yakit hatlari igin algak basing hortumu
Standart DIN 73379

ic Kat Yaga dayanikh sentetik Kauguk
Takviye Kat tek kat keten Orgi

Dis Kat Yok

Renk siyah

Sicaklik min. -35°C
Sicaklik max. 80 °C

Akiskanlar Otto yakitlari
Dizel
Islenmemis yag
Gres yagi .
Uriin
Discap  Calisma basinci Kontrol basinci catlama basinci Blkme yaricapi min.
(mm) (CED) (bar) (bar) (mm)
S| 202 2 3/32" 1 3,2 7,0 20,0 30 60 20
SI 203 3 1/8" 2 4,5 9,5 20,0 30 60 25
S| 204 4 3/16" 3 55 10,5 20,0 30 60 25
S| 206 6 1/4" 4 7,5 12,5 15,0 25 50 30
S| 208 8 5/16" 5 9,5 15,0 15,0 25 50 40
SI 210 10 3/8" 6 11,5 17,0 15,0 25 50 45
S| 213 12 1/2" 8 15,0 22,0 12,0 20 40 50
S| 216 16 5/8" 10 18,0 26,0 12,0 20 38 70

DN = Nominal ¢ap, nominal genislik

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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