TR WGE
PA 12 Kemik Hortum, Yumusak HANSA[/FLEX

Ozellikler

Kullanim Alani  Hidrolik ve pnématik kumanda hatlari
Arag teknigi
Laboratuar ve gida sanayi

Ozel Nitelikler sicakhga ve iklim kosullarina karsi dayanikli

disuk agirlik
I¢ Kat Poliamid
Takviye Kat yok
Dis Kat Poliamit
Renk sarl

Sicaklik min. -60 °C
Sicaklik max. 100 °C
Sicaklik sahasi  Sicaklik tepeleri, maksimum 120°C

Akiskanlar Mineral yag
Gres yagi ,
Yakitlar
sulandirilmis asitlere, eriyiklere ve tuzlara karsi
dayaniklidir
Aciklama

20 °C'den itibaren basinci diistirme faktériine dikkat edilmesi gerekir.<br>
(Maks. galisma basinci = ¢alisma basinci x faktor).<br>

Sicaklik: 20°C / 30° C/40°C /50 °C /60°C/70°C /80°C /90°C/ 100°C / 110°C /120°C
<br>Faktér: 1,00/0,83 /0,72 /0,64 /0,57 /0,52 /0,47 /0,44 /0,36 /0,32 /0,28

Uriin

Et Kalinhgi 20°C i¢in BD* Biikme yarigapi min.

(mm) (bar) (mm)
TR 04-0.5 WGE 3,0 4,0 0,50 19,0 20
TR 04-0.65 WGE 2,7 4,0 0,65 26,0 20
TR 04-1 WGE 2,0 4,0 1,00 45,0 20
TR 05-0.85 WGE 3,3 5,0 0,85 28,0 25
TR 05-1 WGE 3,0 5,0 1,00 34,0 25
TR 06-1 WGE 4,0 6,0 1,00 27,0 30
TR 08-1 WGE 6,0 8,0 1,00 19,0 40
TR 08-1.25 WGE 55 8,0 1,25 26,0 40
TR 08-1.5 WGE 5,0 8,0 1,50 31,0 40
TR 10-1 WGE 8,0 10,0 1,00 15,0 60
TR 10-1.25 WGE 7,5 10,0 1,25 19,0 60
TR 10-1.5 WGE 7,0 10,0 1,50 23,0 50
TR 10-2 WGE 6,0 10,0 2,00 34,0 50
TR 12-1 WGE 10,0 12,0 1,00 12,0 60
TR 12-1.5 WGE 9,0 12,0 1,50 19,0 60
TR 12.5-1.25 WGE 10,0 12,5 1,25 15,0 75
TR 12-2 WGE 8,0 12,0 2,00 27,0 60
TR 14-1.5 WGE 11,0 14,0 1,50 16,0 80
TR 14-2 WGE 10,0 14,0 2,00 22,0 75
TR 15-1.5 WGE 12,0 15,0 1,50 15,0 90
TR 16-2 WGE 12,0 16,0 2,00 19,0 95
TR 18-2 WGE 14,0 18,0 2,00 16,0 100
TR 20-2 WGE 16,0 20,0 2,00 14,0 120
TR 22-2 WGE 18,0 22,0 2,00 13,0 150
TR 25-2.5 WGE 20,0 25,0 2,50 14,0 150
TR 28-2.5 WGE 23,0 28,0 2,50 13,0 150
TR 30-2.5 WGE 25,0 30,0 2,50 8,0 260

BD = Calisma basinci

Uriin tarleri

TRWB PA 12 Kemik Hortum, Yumusak, mavi
TR WR PA 12 Kemik Hortum, Yumusak, kirmizi
TRWS PA 12 Kemik Hortum, Yumusak, siyah
TRWT  PA 12 Kemik Hortum, Yumusak, seffaf

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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