TRPE WB
Kemik Hortum, Polietilen HANSA[/FLEX

Ozellikler

Kullanim Alani  Hidrolik ve pnématik kumanda hatlari
Kaplarin ve cihazin yapisi
Laboratuar Donanimi

Ozel Nitelikler sicakliga ve iklim kosullarina karsi dayanikli

dusik agirlik
I¢ Kat Polietilen
Takviye Kat yok
Dis Kat Polietilen
Renk mavi

Sicaklik min. -10°C
Sicaklik max. 60 °C

Akigkanlar Mineral yag
Gres yagl ,
Yakitlar
sulandiriimis asitlere, sodali sulara ve tuzlara ve gok
sayida deterjana karsi dayaniklidir

Agiklama

20 °C'den itibaren basinci diisirme faktoriine dikkat edilmesi gerekir.<br>

(Maks. galisma basinci = galisma basinci x faktér).<br>

Sicaklik: 20 °C /30 °C /40 °C /50 °C / 60 °C<br>Faktor: 1,00 /0,83 /0,72 /0,64 / 0,57

Uriin

Dis ¢cap Et Kalinhgi 20°C icin BD* Blkme yarigcapi min.

mm) (mm) (CED) (mm)
TRPE 04-0.5 WB 3,0 4 0,50 9 20
TRPE 04-0.65 WB 2,7 4 0,65 13 20
TRPE 04-1 WB 2,0 4 1,00 20 20
TRPE 05-1 WB 3,0 5 1,00 15 25
TRPE 06-1 WB 4,0 6 1,00 13 30
TRPE 08-1 WB 6,0 8 1,00 8 40
TRPE 08-1.5 WB 5,0 8 1,50 13 40
TRPE 10-1 WB 8,0 10 1,00 6 60
TRPE 10-1.5 WB 7,0 10 1,50 10 50
TRPE 10-2 WB 6,0 10 2,00 15 50
TRPE 12-1 WB 10,0 12 1,00 5 85
TRPE 12-1.5 WB 9,0 12 1,50 9 60
TRPE 12-2 WB 8,0 12 2,00 12 60
TRPE 14-1.5 WB 11,0 14 1,50 8 80
TRPE 14-2 WB 10,0 14 2,00 9 80
TRPE 15-1.5 WB 12,0 15 1,50 7 90
TRPE 16-2 WB 12,0 16 2,00 8 120
TRPE 18-2 WB 14,0 18 2,00 7 120
TRPE 20-2 WB 16,0 20 2,00 6 120
TRPE 22-2 WB 18,0 22 2,00 5 150
TRPE 25-2.5 WB 20,0 25 2,50 6 150
TRPE 30-2.5 WB 25,0 30 2,50 5 260

BD = Calisma basinci

Uriin torleri

TRPE WGE Kemik Hortum, Polietilen, sari
TRPE WR Kemik Hortum, Polietilen, kirmizi
TRPE WS Kemik Hortum, Polietilen, siyah
TRPE WT Kemik Hortum, Polietilen, seffaf

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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