PHD 100 VA
Orguilli hortum icin pres yuvasi HANSA[/FLEX

Ozellikler
Yuva tiiri Soymali Kabuk / Soymasiz Kabuk
Kullanim alani 188())/ma yuvasi: 1SN (HD 100, HD 100T, HF 100, HW

1SC) (KP 100 KP)

2SC (KP 200, KP 200PRO, KP 200S)

Devreye girmeyen yuvalar: 1SN (HD 100), 1SC (DN

16, 19, 25)

2TE (TE 200B, DNO6 ile DN25 arasi)
Malzeme Paslanmaz celik
Aciklama
Kabugun Segimi, Hortum Ozelligine Baglidir.
Uriin
Tanim DN* Boyut ing D1 D3 LF

(mm) (mm) (mm)

PHD 106 VA 6 4 1/4" 20 10,4 34,5
PHD 108 VA 8 5 5/16" 22 12,0 34,5
PHD 110 VA 10 6 3/8" 25 14,0 35,0
PHD 113 VA 12 8 1/2" 28 17,3 37,0
PHD 116 VA 16 10 5/8" 32 20,3 40,0
PHD 120 VA 19 12 3/4" 36 24,3 45,0
PHD 125 VA 25 16 1" 45 32,3 50,0
PHD 132 VA 31 20 1.1/4" 55 37,8 70,0
PHD 140 VA 38 24 1.1/2" 60 45,0 70,0
PHD 150 VA 51 32 2" 76 57,5 80,0

DN = Nominal ¢ap, nominal genislik

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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