SKMIRSNH
Gegmeli Kaplin, Disi HANSA[/ FLEX

Ozellikler

Kullanim Alani Genel Kullanim drnegin Sanayi, is Makinalar,
Tarim vs.

Model Snap-tite Seri H

Baglanti 1 BSP i¢ dis silindirik

Sizdirmaziik sekli1  Form A, B ve E Blok Baglantilari ile uyumludur.
Malzeme Celik

Yiizey korumasi galvaniz kapli
Agiklama
Gegmeli Kaplinler hizli Baglanti saglar.
Uriin
Baglanti dislisi Calisma basinci Mineral yag sicakhgr min. Mineral yag sicakhgr max.

(bar) (°C) (°C)
SKMO6IRSNH 6 G 1/4"-19 450,0 2 -40 90
SKM10IRSNH 10 G 3/8"-19 310,0 2 -40 90
SKM13IRSNH 12 G 1/2"-14 280,0 2 -40 90
SKM20IRSNH 19 G 3/4"-14 245,0 2 -40 90
SKM25IRSNH 25 G1"-11 140,0 2 -40 90
SKM32IRSNH 31 G1.1/4" -1 125,0 2 -40 90
SKM40IRSNH 38 G 1.1/2"-11 105,0 2 -40 90
SKM50IRSNH 51 G2"-11 105,0 2 -40 90
SKM65IRSNH 65 G2.1/2"-11 70,0 2 -40 90
SKM75IRSNH 76 G3"-11 55,0 2 -40 90

DN = Nominal ¢ap, nominal genislik — SF bagl. = Giivenlik faktorii baglanmis

Uriin tarleri
SKM IR SN HVA  Gegmeli Kaplin, Disi, Paslanmaz gelik

Aksesuar
SKM ZUBS SN H  Kaplin Toz Korumasi, SKM..SN H

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higcbir sorumluluk kabul edilmez.
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