SKSS HL UDK / SKSS HS UDK
Gecmeli Kaplin, Erkek, Perde HANSA[/FLEX

Ozellikler
Baglanti 1 metrik dis dis, silindirik
Sizdirmaziik sekli 1 24° ige havsall
Kalan Basing: Kalan basing altinda baglanti mimkundur
Malzeme Celik
Yiizey korumasi galvaniz kapli
Aciklama
Gegmeli Kaplinler hizli Baglanti saglar.
Uriin
Tip Borunun dis gapi  Baglant Calisma Mineral yag sicakhgr Mineral yag sicakhgi

icin dislisi basinci ik. min. max.

(mm) (bar) (°C) (°C)
SKSS 06 HL3 UDK 6 L 8 M 14x1,5 3 225,0 4 -25 125
SKSS 08 HL3 UDK 8 L 10 M 16x1,5 3 225,0 4 -25 125
SKSS10HL3UDK 10 L 12 M 18x1,5 3 225,0 4 -25 125
SKSS13HL3UDK 12 L 15 M 22x1,5 3 225,0 4 -25 125
SKSS16HL3UDK 16 L 18 M 26x1,5 3 225,0 4 -25 125
SKSS 06 HS 3 UDK 6 S 10 M 18x1,5 3 225,0 4 -25 125
SKSS 08 HS3 UDK 8 S 12 M 18x1,5 3 225,0 4 -25 125
SKSS10HS3UDK 10 S 14 M 22x1,5 3 225,0 4 -25 125
SKSS13HS3UDK 12 S 16 M 24x1,5 3 225,0 4 -25 125

DN = Nominal ¢ap, nominal genislik — SF bagl. = Giivenlik faktorii baglanmis

Aksesuar
SKS ZUBS Toz koruma kavrama fisleri, SKS..

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
04.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



