TKS OV HB
Valfsiz Tempereleme Kaplinilari Fisi HANSA[/FLEX

Ozellikler
Baglanti 1 BSP dis dis silindirik
Sizdirmaziik sekli1 60" ice havsali

Malzeme Piring

Siparigle ilgili bilgiler

Baska Basing ve Sicaklik Degerlerinde mevcuttur.

Uriin
Baglanti dislisi  Fis Olglisi  Calisma basinci Mineral yag sicakligi min. Mineral yag sicakligi max. SW
(mm) (CED) (°C) (°C) (mm)
TKS09OV02HB 2 G 1/8"-28 9 15,0 3 -15 150 11
TKS09OVO06HB 6 G 1/4"-19 9 15,0 3 -15 150 15
TKS 09 OV10HB 10 G 3/8"-19 9 15,0 3 -15 150 17
TKS130VO06HB 6 G 1/4"-19 13 15,0 3 -15 150 15
TKS130V10HB 10 G 3/8"-19 13 15,0 3 -15 150 17
TKS 130V 13HB 12 G 1/2"-14 13 15,0 3 -15 150 22
TKS 19 OV13HB 12 G1/2"-14 19 15,0 3 -15 150 22
TKS 19 0V20HB 19 G 3/4"-14 19 15,0 3 -15 150 27

DN = Nominal ¢ap, nominal genislik — SF bagl. = Giivenlik faktori baglanmis — SW = Anahtar genisligi

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higcbir sorumluluk kabul edilmez.
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