PA 500 SF 90 VA
Pres Armatir, SFL 90° Aci HANSA[/FLEX

Ozellikler
Kullanim Alani HD 500 Hortumlari igin Presarmatur
Baglanti 1 SAE flans baglantisi 3000 PSI
Sizdirmazlik sekli1  SF-O-Ringli ve diiz alinh
Kisaltma SFL
Standart SAE J518
ISO 6162-1
Baglama Atma Emniyetli (Interlock)

Teslimat kapsami  Pres Nipel + Kabuk

Malzeme Paslanmaz celik

Siparisle ilgili bilgiler
NBR contalar
Istek Uzerine FPM (Viton)

Uriin

Flans buyuklagi
PA 520 SF 90 VA 19 12 3/4" 3/4" 38,1 6,7 71,0
PA 520 SF 25 90 VA 19 12 3/4" 1" 44,5 8,0 71,0
PA 525 SF 90 VA 25 16 1" 1" 44,5 9,0 75,0
PA 525 SF 32 90 VA 25 16 1" 1.1/4" 50,8 8,0 88,0
PA 532 SF 90 VA 31 20 1.1/4" 1.1/4" 50,8 8,0 91,5
PA 532 SF 40 90 VA 31 20 1.1/4" 1.1/2" 60,3 8,0 95,0
PA 540 SF 90 VA 38 24 1.1/2" 1.1/2" 60,3 8,0 105,0
PA 540 SF 50 90 VA 38 24 1.1/2" 2" 71,4 9,5 121,0
PA 550 SF 90 VA 51 32 2" 2" 71,4 9,5 137,0
Uriin tirleri

PA 500 SF 90 A Pres Armatiir, SFL 90° Agi, Celik

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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