ND AB
Takma Nipeli, DKR HANSA[/ FLEX

Ozellikler S
Baglanti 1 BSP dis dis silindirik i
Sizdirmazlik sekli 1 60°'lik dis koni i
Kisaltma DKR O l G1
Standart ISO 8434-6 ! i
BS 5200 ;
Malzeme Celik
= L1
Yiizey korumasi galvaniz kapli o -
Aciklama
Hasar gérmeyen nipeller yeniden kullanilabilir.
Uriin
Tanim DN Boyut ing G1 L1 S1
(mm)
ND 06 AB 6 4 1/4" G 1/4"-19 33,0 17
ND 10 AB 10 6 3/8" G 3/8"-19 37,0 19
ND 13 AB 12 8 1/2" G1/2"-14 42,0 27
ND 16 AB 16 10 5/8" G 5/8"-14 53,0 30
ND 20 AB 19 12 3/4" G 3/4" -14 58,0 32
ND 25 AB 25 16 1" G1"-11 57,0 41
Aksesuar

ND ASR GE, RO, BL  Takma Nipeli igin Kenar Halkasi

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
21.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



