PA 500 SF9 45 A
Pres Armatiir, SFS-CAT 45° Agi HANSA[/ FLEX

Ozellikler T — - Lt _

Kullanim Alani HD 500 Hortumlari igin Presarmatur 1
Baglanti 1 SAE flans baglantisi 6000 PSI DN i
Sizdirmaziik sekli1  SF-O-Ringli ve diz alinl i LE'
Kisaltma SFS-CAT LW i

. HA L 2
Kullanim alani Caterpillar L e
Baglama Atma Emniyetli (Interlock)

Teslimat kapsami  Pres Nipel + Kabuk

Malzeme Celik
Yiizey korumasi galvaniz kapli
Uriin

Flans blyukligu
PA 720 SF9 45 19 12 3/4" 3/4" 41,3 14,2 139,0 34,0
PA 720 SF9 25 45 19 12 3/4" 1" 47,6 14,2 143,0 37,5
PA 725 SF9 20 45 25 16 1" 3/4" 41,3 14,2 157,0 35,0
PA 725 SF9 45 25 16 1" 1" 47,6 14,2 167,0 36,5
PA 725 SF9 32 45 25 16 1" 1.1/4" 54,0 14,2 172,0 41,5
PA 532 SF9 2545 A 31 20 1.1/4" 1" 47,6 14,0 174,0 39,5
PA 532 SF9 45 A 31 20 1.1/4" 1.1/4" 54,0 14,0 194,0 44,5
PA 532 SF9 40 45 A 31 20 1.1/4" 1.1/2" 63,5 14,0 198,0 48,5
PA 540 SF9 32 45 A 38 24 1.1/2" 1.1/4" 54,0 14,0 205,5 47,0
PA 540 SF9 45 A 38 24 1.1/2" 1.1/2" 63,5 14,0 226,0 51,0

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
15.08.2025 HANSA-FLEX AG www.hansa-flex.com 1



