PA 700 SF 45
Pres Armatlr, SFL 45° Aci HANSA[/FLEX

Ozellikler - L -
Kullanim Alani HD 700 Hortumlari igin Presarmatur 1
Baglanti 1 SAE flans baglantisi 3000 PSI DN i
Sizdirmazlik sekli1  SF-O-Ringli ve diiz alinh I LE'
Kisaltma SFL . ° }
Standart SAE J518 P
ISO 6162-1 '
Baglama Atma Emniyetli (Interlock)

Teslimat kapsami  Pres Nipel + Kabuk

Malzeme Celik
Yiizey korumasi galvaniz kapli
Uriin

Flans buyuklugu Calisma basinci

(bar)

PA 713 SF 45 12 8 1/2" 1/2" 350,0 30,2 6,7 94,5 22,5
PA 713 SF 20 45 12 8 1/2" 3/4" 350,0 38,1 6,7 126,0 26,5
PA 720 SF 45 19 12 3/4" 3/4" 350,0 38,1 6,8 132,5 27,5
PA 720 SF 25 45 19 12 3/4" 1" 320,0 445 8,1 134,5 29,5
PA 725 SF 20 45 25 16 1" 3/4" 320,0 38,1 6,8 153,0 30,0
PA 725 SF 45 25 16 1" 1" 320,0 445 8,1 159,0 28,5
PA 725 SF 32 45 25 16 1" 1.1/4" 280,0 50,8 8,1 161,0 30,5
PA7328F2545S 31 20 1.1/4" 1" 280,0 44,5 8,0 170,5 35,0
PA732SF 458 31 20 1.1/4" 1.1/4" 280,0 50,8 8,0 181,5 41,5
PA732SF4045S 31 20 1.1/4" 1.1/2" 210,0 60,3 8,0 188,0 43,5
PA 740 SF 32 45 38 24 1.1/2" 1.1/4" 210,0 50,8 8,1 199,5 42,0
PA 740 SF 45 38 24 1.1/2" 1.1/2" 210,0 60,3 8,1 212,5 41,5
PA 740 SF 50 45 38 24 1.1/2" 2" 210,0 71,4 9,6 233,5 58,5
Urdn tirleri

PA 700 SF 45 VA Pres Armatir, SFL 45° Agl, Paslanmaz gelik

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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