PA 700 SF6
Pres Armatr. SFS HANSAVFLEX

Ozellikler — I
Kullanim Alani HD 700 Hortumlari igin Presarmatur DN 1 D
Baglanti 1 SAE flans baglantisi 6000 PSI m‘l Wt
Sizdirmaziik sekli1 ~ SF-O-Ringli ve diz alinl L H -
Kisaltma SFS - -
Standart SAE J518

ISO 6162-2
Baglama Atma Emniyetli (Interlock)

Teslimat kapsami  Pres Nipel + Kabuk

Malzeme Celik
Yiizey korumasi galvaniz kapli
Uriin

Flans buyuklugu Calisma basinci

(bar)

PA 713 SF6 12 8 1/2" 1/2" 420,0 31,8 7,7 90,4
PA 713 SF6 20 12 8 1/2" 3/4" 420,0 41,3 8,8 93,9
PA 716 SF6 13 16 10 5/8" 1/2" 420,0 31,8 7,7 108,0
PA 716 SF6 20 16 10 5/8" 3/4" 420,0 41,3 8,8 102,0
PA 716 SF6 25 16 10 5/8" 1" 420,0 47,6 9,5 103,0
PA 720 SF6 19 12 3/4" 3/4" 420,0 41,3 8,8 124,5
PA 720 SF6 25 19 12 3/4" 1" 420,0 47,6 9,6 129,0
PA 725 SF6 20 25 16 1" 3/4" 420,0 41,3 8,8 134,0
PA 725 SF6 25 16 1" 1" 420,0 47,6 9,6 146,5
PA 725 SF6 32 25 16 1" 1.1/4" 420,0 54,0 10,4 151,0
PA 732 SF6 S 31 20 1.1/4" 1.1/4" 420,0 54,0 10,3 147,6
PA 732 SF6 25 S 31 20 1.1/4" 1" 420,0 47,6 9,5 149,0
PA 732 SF6 40 S 31 20 1.1/4" 1.1/2" 420,0 63,5 12,6 162,0
PA 740 SF6 32 38 24 1.1/2" 1.1/4" 420,0 54,0 10,4 162,0
PA 740 SF6 38 24 1.1/2" 1.1/2" 420,0 63,5 12,7 183,5
PA 740 SF6 50 38 24 1.1/2" 2" 420,0 79,4 12,7 188,0
PA 750 SF6 51 32 2" 2" 420,0 79,4 12,6 233,0
Uriin tarleri

PA 700 SF6 VA  Pres Armatir, SFS, Paslanmaz celik

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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