PN 02 AOL 45/ PN 02 AOS 45
Pres Nipeli, DKOL 45° Aci / DKOS 45° Agi HANSA[/ FLEX

Ozellikler

Kullanim Alani Olgme teknigi

Baglanti 1 metrik Somunlu
Sizdirmaziik sekli1  O-Ringli 24° disa havsali
Kisaltma DKOL

Standart ISO 8434-1

Malzeme Celik

Yiizey korumasi galvaniz kapli

Acgliklama
Uygun Kabuk : PMH 102
Uriin

Borunun dis ¢api icin

(mm)
PN 02 AOL 04 45 2 1 5/64" L 6 M12x1,5 46,0 15,8 14 40x15
PN 02 AOL 06 45 2 1 5/64" L 8 M 14 x1,5 50,5 18,0 17 6,0x1,5
PN 02 AOL 08 45 2 1 5/64" L 10 M16x1,5 56,0 22,5 19 75x15
PN 02 AOS 03 45 2 1 5/64" S 6 M14x1,5 46,0 15,8 17 4,0x1,5
PN 02 AOS 04 45 2 1 5/64" S 8 M16x 1,5 50,5 18,0 19 6,0x1,5
PN 02 AOS 06 45 2 1 5/64" S 10 M18x 1,5 56,0 22,5 22 75x15

DN = Nominal ¢ap, nominal genislik — Model: LL = Cok hafif L =Hafif S =Agr

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higcbir sorumluluk kabul edilmez.
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