PN AJF 45
Pres Nipeli, ORFS 45° Aci HANSA[/ FLEX

Ozellikler
Kullanim Alani HD 1|_00 ila HD 400, KP, TE hortumlari igin pres

nipeli
Baglanti 1 UN/UNF Somunlu
Sizdirmazlik sekli 1 diizalin
Kisaltma ORFS
Standart ISO 8434-3
Malzeme Celik
Yiizey korumasi galvaniz kapli
Acgliklama
Uygun kabugu litfen hortum tipine gore segin.
Uriin
Tanim D]\ Boyut ing Calisma basinci G1 L1 L2 S1

(bar) (mm) (mm)

PN 06 AJF 45 6 4 1/4" 413,0 9/16" -18 UNF 60,0 12,0 17
PN 06 AJF 45 L10 6 4 1/4" 413,0 9/16" -18 UNF 60,0 10,0 17
PN 06 AJF 10 45 6 4 1/4" 413,0 11/16" -16 UN 61,0 13,5 22
PN 08 AJF 10 45 8 5 5/16" 413,0 11/16" -16 UN 80,0 21,0 22
PN 08 AJF 10 45 L11 8 5 5/16" 413,0 11/16" -16 UN 80,0 11,0 22
PN 10 AJF 45 10 6 3/8" 413,0 11/16" -16 UN 69,0 16,0 22
PN 10 AJF 45 L11 10 6 3/8" 413,0 11/16" -16 UN 69,0 11,0 22
PN 10 AJF 13 45 10 6 3/8" 413,0 13/16" -16 UN 69,5 16,5 24
PN 13 AJF1045L13 12 8 1/2" 413,0 11/16" -16 UN 78,0 13,0 22
PN 13 AJF 45 12 8 1/2" 413,0 13/16" -16 UN 78,0 17,0 24
PN 13 AJF 45 L15 12 8 1/2" 413,0 13/16" -16 UN 78,0 15,0 24
PN 13 AJF 16 45 12 8 1/2" 413,0 1" -14 UNS 80,5 19,5 30
PN 16 AJF 45 16 10 5/8" 413,0 1" -14 UNS 93,5 22,5 30
PN 16 AJF 45 L16 16 10 5/8" 413,0 1" -14 UNS 93,5 16,0 30
PN 20 AJF 16 45 L21 19 12 3/4" 413,0 1" -14 UNS 104,0 21,0 30
PN 20 AJF 45 19 12 3/4" 413,0 1.3/16" -12 UN 104,0 25,0 36
PN 20 AJF 45 L21 19 12 3/4" 413,0 1.3/16" -12 UN 104,0 21,0 36
PN 20 AJF 25 45 L21 19 12 3/4" 413,0 1.7/16" -12 UN 104,0 21,0 36
PN 25 AJF 45 25 16 1" 413,0 1.7/16" -12 UN 130,5 27,5 41
PN 25 AJF 45 L24 25 16 1" 413,0 1.7/16" -12 UN 130,5 24,0 41
PN 32 AJF 45 31 20 1.1/4" 275,0 1.11/16" -12 UN 155,0 34,0 50
PN 40 AJF 45 38 24 1.1/2" 275,0 2" -12 UN 177,0 38,0 60

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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