PN FL 90
Pres Nipeli, BEL 90° Aci HANSA[/ FLEX

Ozellikler - 5| -
Kullanim Alani HD;"OO ila HD 400, KP, TE hortumlari igin pres ‘

Baglanti 1 B:))ru agzi P # I
Sizdirmaziik sekli 1~ Kesme halkasi baglantisi

Kisaltma BEL .
Standart ISO 8434-1

Tip hafif —1
Malzeme Celik -E]E-
Yiizey korumasi galvaniz kapli

Aciklama

Kesme halkasi u¢ montajinin sertlestiriimis 6n montaj agizlarinda (VOM...) gerceklesmesi gerekir.
Uygun kabugu litfen hortum tipine gére segin.
Yeni yapilarda kullanmayin; tavsiyemiz: PN...AOL...90.

Uriin

Calisma basinci

(bar)
PN 04 FL 90 5 3 3/16" 250,0 6,0 47,5 41,5
PN 06 FL 04 90 6 4 1/4" 250,0 6,0 56,5 42,5
PN 06 FL 90 6 4 1/4" 250,0 8,0 56,5 43,5
PN 08 FL 06 90 8 5 5/16" 250,0 8,0 56,5 43,5
PN 08 FL 90 8 5 5/16" 250,0 10,0 58,5 44,0
PN 10 FL 08 90 10 6 3/8" 250,0 10,0 61,5 53,5
PN 10 FL 90 10 6 3/8" 250,0 12,0 62,0 52,5
PN 10 FL 13 90 10 6 3/8" 250,0 15,0 77,5 48,0
PN 13 FL 10 90 12 8 1/2" 250,0 12,0 62,0 52,5
PN 13 FL 90 12 8 1/2" 250,0 15,0 72,5 55,0
PN 13 FL 16 90 12 8 1/2" 160,0 18,0 72,5 58,5
PN 16 FL 90 16 10 5/8" 160,0 18,0 83,0 70,0
PN 16 FL 20 90 16 10 5/8" 160,0 22,0 83,0 74,0
PN 20 FL 16 90 19 12 3/4" 160,0 18,0 88,0 70,0
PN 20 FL 90 19 12 3/4" 160,0 22,0 100,0 73,5
PN 25 FL 90 25 16 1" 100,0 28,0 127,5 84,5
PN 32 FL 90 31 20 1.1/4" 100,0 35,0 149,5 106,0
PN 40 FL 90 38 24 1.1/2" 100,0 42,0 167,0 99,0
Uriin tiirleri

PN FL 90 VA  Pres Nipeli, BEL 90° Acl, Paslanmaz celik

Ek elemanlar
VOM  On Montaj Agzi

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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