PN FS 90 VA
Pres Nipeli, BES 90° A HANSA[/ FLEX

Ozellikler - L1 _
Kullanim Alani mDe1"00 ila HD 400, KP, TE hortumlari igin pres |

Baglanti 1 B:))ru agzi P™ 1 b
Sizdirmaziik sekli 1~ Kesme halkasi baglantisi

Kisaltma BES .
Standart ISO 8434-1

Tip agir —
Malzeme Paslanmaz celik -E]E-
Aciklama

Kesme halkasi u¢ montajinin sertlestiriimis 6n montaj agizlarinda (VOM...) gerceklesmesi gerekir.
Uygun kabugu litfen hortum tipine gore segin.
Yeni yapilarda kullanmayin; tavsiyemiz: PN...AOS...90 VA.

Uriin
Tanim DN Boyut ing D2 L2
(mm) (mm)
PN 06 FS 03 90 VA 6 4 1/4" 6,0 32,5
PN 06 FS 04 90 VA 6 4 1/4" 8,0 38,5
PN 06 FS 90 VA 6 4 1/4" 10,0 40,0
PN 08 FS 06 90 VA 8 5 5/16" 10,0 41,5
PN 08 FS 90 VA 8 5 5/16" 12,0 45,0
PN 10 FS 06 90 VA 10 6 3/8" 10,0 41,5
PN 10 FS 08 90 VA 10 6 3/8" 12,0 45,0
PN 10 FS 90 VA 10 6 3/8" 14,0 -
PN 13 FS 90 VA 12 8 1/2" 16,0 58,5
PN 16 FS 90 VA 16 10 5/8" 20,0 66,0
PN 20 FS 90 VA 19 12 3/4" 25,0 84,0
PN 25 FS 90 VA 25 16 1" 30,0 -
PN 32 FS 90 VA 31 20 1.1/4" 38,0 -

Ordin tirleri
PN FS 90 Pres Nipeli, BES 90° Agl, Celik

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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