PN SF 45
Pres Nipeli, SFL 45° Agi HANSA[/ FLEX

Ozellikler
Kullanim Alani HD 1|_00 ila HD 400, KP, TE hortumlari igin pres
nipeli
Baglanti 1 SAE flans baglantisi 3000 PSI
Sizdirmaziik gekli1 ~ SF-O-Ringli ve dlz alinh
Kisaltma SFL
Standart SAE J518
ISO 6162-1
Malzeme Celik
Yiizey korumasi galvaniz kapli
Agiklama
Uygun kabugu litfen hortum tipine gore segin.
Uriin
Flans buyukluga Calisma basinci
(bar)
PN 13 SF 45 12 8 1/2" 1/2" 350,0 30,2 6,80 81,0 21,0
PN 13 SF 20 45 12 8 1/2" 3/4" 350,0 38,1 6,80 84,5 24,5
PN 16 SF 13 45 16 10 5/8" 1/2" 350,0 30,2 6,80 100,0 26,5
PN 16 SF 20 45 16 10 5/8" 3/4" 350,0 38,1 6,80 96,5 27,5
PN 20 SF 45 19 12 3/4" 3/4" 350,0 38,1 6,80 107,5 28,0
PN 20 SF 25 45 19 12 3/4" 1" 320,0 44 .4 8,10 109,5 30,0
PN 25 SF 20 45 25 16 1" 3/4" 320,0 38,1 6,70 128,0 30,0
PN 25 SF 45 25 16 1" 1" 320,0 44,4 8,00 132,0 30,5
PN 25 SF 32 45 25 16 1" 1.1/4" 280,0 50,8 8,10 134,0 32,0
PN 32 SF 25 45 31 20 1.1/4" 1" 280,0 44 .4 8,10 156,0 41,0
PN 32 SF 45 31 20 1.1/4" 1.1/4" 280,0 50,8 8,10 156,0 36,0
PN 32 SF 40 45 31 20 1.1/4" 1.1/2" 210,0 60,3 8,10 160,0 40,0
PN 40 SF 45 38 24 1.1/2" 1.1/2" 210,0 60,3 8,10 184,0 46,0
PN 40 SF 50 45 38 24 1.1/2" 2" 210,0 71,4 9,60 184,0 46,0
PN 50 SF 40 45 51 32 2" 1.1/2" 210,0 60,3 8,10 182,0 42,0
PN 50 SF 45 51 32 2" 2" 210,0 714 9,60 219,0 50,0
PN 50 SF 60 45 51 32 2" 2.1/2" 175,0 84,0 9,60 212,0 57,0
PN 60 SF 45 60 40 2.3/8" 2.1/2" 175,0 84,0 9,60 237,0 50,0
PN 60 SF 45 L 60 60 40 2.3/8" 2.1/2" 175,0 84,0 9,60 237,0 60,0
PN 76 SF 60 45 76 48 3" 2.1/2" 160,0 84,0 9,53 230,0 56,3
PN 76 SF 45 76 48 3" 3" 160,0 101,6 9,53 228,0 55,0
Uriin trleri

PN SF 45 VA Pres Nipeli, SFL 45° Agl, Paslanmaz celik
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