PN SF 45 VA
Pres Nipeli, SFL 45° Agi HANSA[/ FLEX

Ozellikler

Kullanim Alani HD 100 ila HD 400, KP, TE hortumlari igin pres
nipeli

Baglanti 1 SAE flans baglantisi 3000 PSI

Sizdirmaziik gekli1 ~ SF-O-Ringli ve dlz alinh

Kisaltma SFL

Standart SAE J518
ISO 6162-1

Malzeme Paslanmaz celik

Aciklama

Uygun kabugu litfen hortum tipine gore segin.

Siparisle ilgili bilgiler
NBR contalar
Istek lzerine FPM (Viton)

Uriin

Flans biyuklugu Calisma basinci

(bar)

PN 13 SF 45 VA 12 8 1/2" 1/2" 350,0 30,2 6,7 30,0
PN 13 SF 20 45 VA 12 8 1/2" 3/4" 350,0 38,1 6,7 34,0
PN 16 SF 13 45 VA 16 10 5/8" 1/2" 350,0 30,2 6,7 34,0
PN 16 SF 20 45 VA 16 10 5/8" 3/4" 350,0 38,1 6,7 34,0
PN 20 SF 45 VA 19 12 3/4" 3/4" 350,0 38,1 6,7 36,0
PN 20 SF 25 45 VA 19 12 3/4" 1" 320,0 44,5 8,0 31,0
PN 25 SF 45 VA 25 16 1" 1" 320,0 44,5 8,0 39,0
PN 25 SF 32 45 VA 25 16 1" 1.1/4" 280,0 50,8 8,0 43,0
PN 32 SF 45 VA 31 20 1.1/4" 1.1/4" 280,0 50,8 8,0 44,0
PN 32 SF 40 45 VA 31 20 1.1/4" 1.1/2" 210,0 60,3 8,0 36,0
PN 40 SF 45 VA 38 24 1.1/2" 1.1/2" 210,0 60,3 8,0 45,0
PN 40 SF 50 45 VA 38 24 1.1/2" 2" 210,0 71,4 9,5 58,0
PN 50 SF 45 VA 51 32 2" 2" 210,0 71,4 9,5 57,0
PN 60 SF 45 VA 60 40 2.3/8" 2.1/2" 175,0 84,1 9,5 -
Uriin tirleri

PN SF 45  Pres Nipeli, SFL 45° Agl, Celik

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
15.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



