PN SF9
Pres Nipeli, SFS-CAT HANSA[/ FLEX

Ozellikler
Kullanim Alani HD 100 ila HD 400, KP, TE hortumlari igin pres
nipeli
Baglanti 1 SAE flans baglantisi 6000 PSI
Sizdirmaziik gekli1 ~ SF-O-Ringli ve dlz alinh
Kisaltma SFS-CAT
Kullanim alani Caterpillar
Malzeme Celik
Yiizey korumasi galvaniz kapli
Agiklama
Uygun kabugu litfen hortum tipine gore segin.
Uriin
Flans buyuklugu Calisma basinci
(bar)
PN 20 SF9 19 12 3/4" 3/4" 420,0 41,3 14,6 110,0
PN 20 SF9 25 19 12 3/4" 1" 420,0 47,6 14,6 114,5
PN 25 SF9 25 16 1" 1" 420,0 47,6 14,6 127,0
PN 25 SF9 32 25 16 1" 1.1/4" 420,0 54,0 14,6 131,5
PN 32 SF9 31 20 1.1/4" 1.1/4" 420,0 54,0 14,6 143,5
PN 32 SF9 40 31 20 1.1/4" 1.1/2" 420,0 63,5 14,6 148,0
PN 40 SF9 38 24 1.1/2" 1.1/2" 420,0 63,5 14,6 156,0

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higcbir sorumluluk kabul edilmez.
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