SIN DK
Pres Nipeli, DK HANSA[/ FLEX

Ozellikler
Sizdirmaziik sekli 1 24°/ 60°'lik dis havsa
Standart DIN 3863'ye benzer ﬂT
Teslimat kapsami  Baslik somunsuz nipel g
Malzeme Celik A A il ;.' 7,
Yiizey korumasi galvaniz kapli
L1

Agiklama
Uygun kabugu litfen hortum tipine gore segin.
Uriin

Baslik somunu metr. icin Baslik somunu BSP igin
SIN 03 DK 3 2 1/8" 5,0 SUEMO02L SUEMO3R04
SIN 04 DK 4 3 3/16" 6,0 SUEMO04L SUEMO04R06
SIN 04 DK 06 4 3 3/16" 6,0 SUEMO6L -
SIN 04 DK 08 4 3 3/16" 6,0 SUEMO08L -
SIN 06 DK 6 4 1/4" 8,0 SUEMO06L SUEMO6R
SIN 06 DK 08 6 4 1/4" 8,0 SUEMOSL -
SIN 08 DK 8 5 5/16" 10,0 SUEMOS8L SUEMO8R10
SIN 08 DK 10 8 5 5/16" 10,0 SUEM10L -
SIN 10 DK 10 6 3/8" 12,0 SUEM10L -
SIN 13 DK 12 8 1/2" 15,0 SUEM13L -
SIN 13 DK 16 12 8 1/2" 15,0 SUEM16L -
SIN 16 DK 16 10 5/8" 18,0 SUEM16L -

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higcbir sorumluluk kabul edilmez.
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