HFM M BOX
Manometre Seti HANSA[/FLEX

Ozellikler

Malzeme Plastik

Aciklama

Siparis esnasinda istediginiz manometrelerin basing degerlerini belirtiniz.

Agiklama

Komple farkli 6lgme baglantilariyla (M 16 x 2 veya M 16 x 2 ve Steck) donatiimis 6lgme gantasi.

Ek bilgiler

HFM M BOX 1 - asagidakilerden olusur: 1 x manometre, ¢api 63, istege bagli, 1 x HFM SKE 2000, 1 x RIK NW 10 M 10-1, 1 x RIK NW 13 M 10-1, 1 x
HFM D 08, 1 x HFM D 10, 1 x HFM MMA 1/4, 1 x HFM MMD 1/4, 1 x HFM MKO 10-1, 1 x HFM MKR 1/4, Manometre igin 2 fan

HFM M BOX 2 - asagidakilerden olusur: 2 x manometre, ¢api 63, istege bagh, 1 HFM SKE 1500, 1 x HFM MMA 1/4, 1 x HFM MK 10-1, 1 x HFM MKR 1/4
ED, 1 x HFM MMD 1/4, 1 x HFM ADA 1500, 1 x HFM KL 08, 1 x HFM KL 10, 1 x HFM KL 12, 1 x HFM KS 10, 1 x adaptor 1/2" AG x 1/4" |G, 1 x adaptor 3/8"
AG x 1/4" 1G, 1 x adaptér M 16 x 1,5 IG x M 16 x 2 AG, Manometre i¢in 3 fan.

Uriin
Tanim

HFM M BOX 1
HFM M BOX 2

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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