MVN VA
Manometre Baglanti Adaptori HANSA[/FLEX

Ozellikler
Baglanti 1 NPT i¢ dis

Sizdirmazlik sekli1  Conta kenar halkasi

Baglanti 2 metrik dis dis, silindirik

Sizdirmaziik sekli2  24° ige havsali

Model Manometre vida baglantisi

Teslimat kapsami  conta kenar halkali

Malzeme Paslanmaz celik

Uriin
Calisma basinci bar

MVN NW 04 HL VA L 6 PN 315 1/4" -18 NPT 16,4 38 23,5 19 14
MVN NW 04 HL1/2VA L 6 PN 315 1/2" -14 NPT 22,6 46 31,0 27 14
MVN NW 06 HL VA L 8 PN 315 1/4" -18 NPT 16,4 38 23,5 19 17
MVN NW 06 HL 1/2VA L 8 PN 315 1/2" -14 NPT 22,6 46 31,0 27 17
MVN NW 08 HL VA L 10 PN 315 1/4" -18 NPT 16,4 39 24,0 19 19
MVN NWO8 HL1/2VA L 10 PN 315 1/2" -14 NPT 22,6 47 32,0 27 19
MVN NW 10 HL VA L 12 PN 315 1/4" -18 NPT 16,4 39 31,0 19 22
MVNNW10HL1/2VA L 12 PN 315 1/2" -14 NPT 22,6 47 32,0 27 22
MVN NW 03 HS VA S 6 PN 630 1/2" -14 NPT 22,6 48 33,0 27 17
MVN NW 04 HS VA S 8 PN 630 1/2" -14 NPT 22,6 48 33,0 27 19
MVN NW 06 HS VA S 10 PN 630 1/2" -14 NPT 22,6 49 32,5 27 22
MVN NW 08 HS VA S 12 PN 630 1/2" -14 NPT 22,6 49 32,5 27 24

Model: LL = Cok hafif L =Hafif S=Agr — PN=Calisma Basingi PB=Patlama Basin¢i — gap = Boru dis ¢api

Uriin tiirleri
XMVN VA Manometre Baglanti Adaptorii, Govde (somun ve yliziiksiiz)

Yedek Pargalar
DKI VA ¢ Dis Havsalama Halkasi

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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