RMM 160
Gliserinsiz Manometre HANSA[/FLEX

Ozellikler

Model Pipe spring pressure gauge without glycerine filling -
Baglanti 1 BSP dis dis silindirik

Sizdirmaziik sekli 1 muyluyla yassi kapatir

Baglanti alt

Standart EN 837-1

Sicaklik sahasi Orta max. +60 ° C.
Ortam -20 °C ile +60 °C

Aciklama
Bekleme yukiindeki kullanim alani: 3/4 x skala ug degeri.
Degistirme yukindeki kullanim alani: 2/3 x skala ug degeri.

Uriin
Nominal buyuklik capi Skala alani Kalite sinifi Baglanti

RMM 160-0.6 160 0..0,6 1,6 G 1/2"-14
RMM 160-1 160 0..1 1,6 G 1/2"-14
RMM 160-1.6 160 0..1,6 1,6 G 1/2"-14
RMM 160-2.5 160 0..2,5 1,6 G1/2"-14
RMM 160-4 160 0..4 1,6 G1/2"-14
RMM 160-6 160 0..6 1,6 G1/2"-14
RMM 160-10 160 0...10 1,6 G1/2"-14
RMM 160-16 160 0...16 1,6 G1/2"-14
RMM 160-25 160 0..25 1,6 G 1/2"-14
RMM 160-40 160 0...40 1,6 G 1/2"-14

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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