BKR ND DVGW
2 Yollu Vana, Algak Basing HANSA[/FLEX

Ozellikler
Baglanti 1 +2  BSP ig dis silindirik z
i
Salter yolu 0°; 90° |
Ek Bilgi Gaz igin DVGW ruhsati —x
Sicaklik sahasi  Su: 0 °Ciile + 120 °C 2
Gaz: - 20 °C ile 60 °C arasinda x
Digerleri: - 20 °C ile 150 °C arasinda () ‘ @
Akigkanlar Sehir gazi, sivi gaz, metan gazi
soguk ve sicak su, yaglar 1 h
Genel basingh hava ve karbon hidroksitler
Malzeme Elastomer conta halkalarindan yapilmis gift conta v o
Piring mahfaza

Celik ve sari plastik korumali kol
Piring bilye, sert krom kapli

Yizey korumasi  nikelli

Aciklama
Basing verileri, 0 °C ile + 25 °C arasindaki bir sicaklik igin gegerlidir; daha yiksek sicakliklarda basing kesintileri
distnulmelidir.

Siparisle ilgili bilgiler

Baska Basing ve Sicaklik Degerlerinde mevcuttur.

Uriin

Gaz icin BD* Baglanti dislisi Calisma basinci

(CED) ((ED)
BKR 06 ND DVGW 6 5 G 1/4"-19 64,0
BKR 10 ND DVGW 10 5 G 3/8"-19 64,0
BKR 13 ND DVGW 12 5 G 1/2"-14 63,0
BKR 20 ND DVGW 19 5 G 3/4" -14 40,0
BKR 25 ND DVGW 25 5 G1"-11 40,0
BKR 32 ND DVGW 31 5 G1.1/4"-11 30,0
BKR 40 ND DVGW 38 5 G1.1/2"-11 30,0
BKR 50 ND DVGW 51 5 G2"-11 25,0

DN = Nominal ¢ap, nominal genislik — BD = Galisma basinci

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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