2 OK VA

2 Kulakli Kelepce

HANSAVFLEX

Ozellikler

Kullanim Alani

Algak basing alanindaki hortum baglantilar.

Malzeme Paslanmaz gelik
Uriin
Tanim Gerdirme alani (mm) Serit Genisligi
(mm)
2 OK 3-5 VA 34-50 5,0
2 0K 3.1-4.1 VA 3,1-4,.1 3,5
2 OK 3.5-4.5 VA 35-45 3,5
2 OK 5-7 VA 50-7,0 6,0
2 OK7-9 VA 7,0-9,0 6,0
2 OK 8-11 VA 8,0-11,0 7,0
2 OK9-11 VA 9,0-11,0 6,5
20K 11-13 VA 11,0-13,0 6,5
2 OK 13-15 VA 13,0-15,0 7,0
2 OK 15-17 VA 15,0-17,0 7,5
2 OK 15-18 VA 15,0- 18,0 7,5
2 OK 17-20 VA 17,0 - 20,0 7,5
2 0K 18-21 VA 18,0-21,0 8,0
2 OK 19-22 VA 18,1-22,0 9,0
2 OK 20-23 VA 20,0-23,0 8,0
2 OK 22-25 VA 22,0-25,0 8,5
2 OK 23-27 VA 23,0-27,0 8,5
2 OK 25-28 VA 25,0 - 28,0 9,0
2 OK 27-31 VA 26,3-31,0 10,0
2 OK 28-31 VA 28,0-31,0 9,0
2 OK 31-34 VA 31,0-34,0 9,5
2 OK 34-37 VA 34,0-37,0 9,5
2 OK 37-40 VA 37,0-40,0 10,0
2 OK 40-43 VA 40,0-43,0 10,0
2 OK 43-46 VA 43,0 - 46,0 10,0
Uriin tarleri
2 OK 2 Kulakl Kelepge, galvaniz kapli

2 OKVC 2 Kulakh Kelepge, krom cilali galvanize

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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