NRS (12 mm)
Tesisat Kelepcgesi HANSA[/FLEX

Ozellikler

Kullanim Alani  borulari, hortumlari ve kablolari takmak igin
Model Boru kelepgesi

Model 6zelligi lastik profilli

Standart DIN 3016

Malzeme Celik

Yiizey korumasi  cinko kapli

Aciklama
Lastik Profil, Titresim ve Darbeleri azaltir, Asinmayi 6nler.
Uriin

en kiiclk cap Serit Genisligi Delme gapi

(mm) (mm) (mm)
NRS 05-12 5 12,0 53
NRS 06-12 6 12,0 53
NRS 07-12 7 12,0 53
NRS 08-12 8 12,0 53
NRS 09-12 9 12,0 53
NRS 10-12 10 12,0 53
NRS 11-12 11 12,0 5,3
NRS 12-12 12 12,0 53
NRS 13-12 13 12,0 53
NRS 14-12 14 12,0 53
NRS 15-12 15 12,0 53
NRS 16-12 16 12,0 53
NRS 17-12 17 12,0 53
NRS 18-12 18 12,0 53
NRS 19-12 19 12,0 53
NRS 20-12 20 12,0 53
NRS 21-12 21 12,0 53
NRS 22-12 22 12,0 53
NRS 23-12 23 12,0 53
NRS 24-12 24 12,0 53
NRS 25-12 25 12,0 53
NRS 50-12 50 12,0 5,3
Uriin tarleri
NRS W4 (12 mm) ;I;eésli:?gﬁ )Kelepq:esi, Krom nikel gelik
NRS (9 mm) Tesisat Kelepgesi, Celik
NRS (15 mm) Tesisat Kelepgesi, Celik
NRS W4 (15 mm) Tesisat Kelepgesi, Krom nikel ¢elik

(1.4301)
NRS (20 mm) Tesisat Kelepgesi, Celik
NRS W4 (20 mm) Tesisat Kelepgesi, Krom nikel ¢elik
(1.4301)

NRS (25 mm) Tesisat Kelepgesi, Celik

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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