WA VC VA

Baglanti pargasi ... VC, Paslanmaz Celik

HANSAVFLEX

Ozellikler
Kullanim Alani Metal hortumlar igin baglanti armatird
Baglanti 1 incli dis manson, konik

Sizdirmaziik sekli 1 konik kapatir
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Aciklama
Verilen anahtar genislikleri referans degerlerdir!
Siparigle ilgili bilgiler
istek halinde farkli modeller sunulabilir
Uriin
Tanim D]\ PN (bar) G1 S1
(mm)
WA 006 VC VA 6 50 R 1/4 ing 27,0
WA 010 VC VA 10 50 R 3/8 ing 32,0
WA 013 VC VA 13 50 R 1/2ing 41,0
WA 020 VC VA 20 50 R 3/4 ing 50,0
WA 025 VC VA 25 50 R 1" 55,0
WA 032 VC VA 32 40 R 1.1/4 ing 70,0
WA 040 VC VA 40 40 R 1.1/2ing 75,0
WA 050 VC VA 50 40 R 2" 90,0
WA 065 VC VA 65 25 R 2.1/2ing 110,0
WA 080 VC VA 80 25 R 3" 130,0
Uriin torleri
WAVC Baglanti parcasi ... VC, Temperguss, Temper dokim
WA VC RG Baglanti pargasi ... VC, Rotguss, Tung
Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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