HK EPMT
Geroller motoru EPMT HANSAVFLEX

Ozellikler n T am Miz

Baglanti Yag baglantilari: A + B = G 3/4"; U
sizan yag = G 1/4" g

Model Standart tiir -

Type "C" with standard seal
Four hole flange bolt circle 160
Mil @ 40mm, uzunluk 79mm

Sizan ya§ hattiyla girig ve geri gidig basinci max. 210 bar

PRI

Aciklama
Sizan yag hattinin genel baglantisi tavsiye edilir!
Uriin

Akis Devir Devir Basing Pmax. at

max. sayisl sayisl . dususleri 100-300

min. max. max. rpm

(L/min) (rpm) (rpm) - (bar) (CED)
HKEPMT160C 100 161,1 10 625 470 200 75 40 20 190 20,0
HKEPMT200C 125 2014 10 625 590 200 75 40 20 195 225
HKEPMT250C 125 251,8 10 500 730 200 75 40 20 201 215
HKEPMT 316C 125 326,3 10 380 950 200 75 40 20 211 22,0
HKEPMT 400C 125 4109 10 305 1080 180 75 40 20 221 23,0
HKEPMT500C 125 523,6 10 240 1220 160 75 40 - 235 24,0

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Sirekli galisma icin tork degerleri ve basing dusUsleri gegerlidir - pmax. = maks. basing

Aksesuar
HKVO0 590 Sok valfi

Yedek Pargalar
HK EP DS  Hidrolik planet motoru igin conta seti

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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