HK FDCV
Akim Dagitici / Toplayict FDCV HANSA[/FLEX

Ozellikler e

Model pressure-compensated

Calisma basinci  maks. 350 bar

Aciklama

En blyuUk parga hassasiyeti, maksimum giris hacmi akisi alaninda elde edilir.

Bu valflar, hacim akislarinin toplanmasi igin de kullanilabilir. (bakin salter simgesi)
Aliminyum mahfazada valf boyu 10 igin sikma torku: 47-54 Nm

Celik mahfazada valf boyu 10 igin sikma torku: 74-81 Nm

Aciklama

Akim dagitici / toplayici — basinci kompanse edilmis
Boéliinme orani % 50: 50 %

Q > %40 Qmax igin maks. sapma: +2,5 %

Uriin

Qein min. Qein max. ilgili vidalama mahfazasi Vidalama mili Agirlik

(L/min) (L/min) ()
HK FDCV 10 NO 11 3,5 7,0 HK GEH 12 C1040 ST SAE 10/2 7/8"-14UNF-2B 0,14
HK FDCV 10 NO 22 7,5 15,0 HK GEH 12 C1040 ST SAE 10/2 7/8"-14UNF-2B 0,14
HK FDCV 10 NO 33 11,0 22,0 HK GEH 12 C1040 ST SAE 10/2 7/8"-14UNF-2B 0,14
HK FDCV 10 NO 44 15,0 30,0 HK GEH 12 C1040 ST SAE 10/2 7/8"-14UNF-2B 0,14
HK FDCV 10 NO 66 22,5 45,0 HK GEH 12 C1040 ST SAE 10/2 7/8"-14UNF-2B 0,14
HK FDCV 10 NO 88 30,0 60,0 HK GEH 12 C1040 ST SAE 10/2 7/8"-14UNF-2B 0,14

Qein — giris hacim akisi

Aksesuar
HK GEH 40 AL Akim Dagitici SAE igin 3 Yollu Aliminyum Valf Mahfazasi

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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